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TRV/TRV_Envelope.bakx
<project name="TRV_Envelope2" version="4.5.5" schema="0" Target="EMTDC">
  <paramlist name="Settings">
    <param name="creator" value="lalink,1454089453" />
    <param name="time_duration" value="0.4" />
    <param name="time_step" value="1" />
    <param name="sample_step" value="1" />
    <param name="chatter_threshold" value=".001" />
    <param name="branch_threshold" value=".0005" />
    <param name="StartType" value="0" />
    <param name="PlotType" value="0" />
    <param name="output_filename" value="$(Namespace).out" />
    <param name="SnapType" value="0" />
    <param name="SnapTime" value="0.3" />
    <param name="snapshot_filename" value="$(Namespace).snp" />
    <param name="MrunType" value="0" />
    <param name="Mruns" value="1" />
    <param name="Scenario" value="" />
    <param name="Advanced" value="10239" />
    <param name="Options" value="16" />
    <param name="Build" value="18" />
    <param name="Warn" value="0" />
    <param name="Check" value="0" />
    <param name="description" value="" />
    <param name="startup_filename" value="" />
    <param name="revisor" value="georgew, 1469123904" />
    <param name="Source" value="" />
    <param name="Preprocessor" value="" />
  </paramlist>
  <paramlist name="Validation" />
  <definitions>
    <Definition classid="UserCmpDefn" name="TRV" group="" url="" version="" build="" crc="108507265" instances="0" key="" view="false" date="0" id="1626450803">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <form name="" w="320" h="400" splitter="60">
        <category name="Configuration" visible="true">
          <cond />
          <parameter desc="TRV Standard" name="user_standard" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond />
            <help />
            <choice><![CDATA[1 = User Defined]]></choice>
            <choice><![CDATA[2 = IEC]]></choice>
            <choice><![CDATA[3 = IEEE]]></choice>
          </parameter>
          <parameter desc="TRV Class" name="user_class" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .NE. 1]]></cond>
            <help />
            <choice><![CDATA[1 = S1 (1 kV to 100 kV)]]></choice>
            <choice><![CDATA[2 = S2 (15 kV to 100 kV)]]></choice>
            <choice><![CDATA[3 = EENS (100 kV to 800 kV)]]></choice>
            <choice><![CDATA[4 = NENS (100 kV to 170 kV)]]></choice>
          </parameter>
          <parameter desc="IEC S1 Rated Voltage" name="iec1" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 1]]></cond>
            <help />
            <choice><![CDATA[1 = 3.6 [kV]]]></choice>
            <choice><![CDATA[2 = 4.76 [kV]]]></choice>
            <choice><![CDATA[3 = 7.2 [kV]]]></choice>
            <choice><![CDATA[4 = 8.25 [kV]]]></choice>
            <choice><![CDATA[5 = 12 [kV]]]></choice>
            <choice><![CDATA[6 = 15 [kV]]]></choice>
            <choice><![CDATA[7 = 17.5 [kV]]]></choice>
            <choice><![CDATA[8 = 24 [kV]]]></choice>
            <choice><![CDATA[9 = 25.8 [kV]]]></choice>
            <choice><![CDATA[10 = 36 [kV]]]></choice>
            <choice><![CDATA[11 = 38 [kV]]]></choice>
            <choice><![CDATA[12 = 48.3 [kV]]]></choice>
            <choice><![CDATA[13 = 52 [kV]]]></choice>
            <choice><![CDATA[14 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC S2 Rated Voltage" name="iec2" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 2]]></cond>
            <help />
            <choice><![CDATA[1 = 15 [kV]]]></choice>
            <choice><![CDATA[2 = 17.5 [kV]]]></choice>
            <choice><![CDATA[3 = 24 [kV]]]></choice>
            <choice><![CDATA[4 = 25.8 [kV]]]></choice>
            <choice><![CDATA[5 = 36 [kV]]]></choice>
            <choice><![CDATA[6 = 38 [kV]]]></choice>
            <choice><![CDATA[7 = 48.3 [kV]]]></choice>
            <choice><![CDATA[8 = 52 [kV]]]></choice>
            <choice><![CDATA[9 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC EENS Rated Voltage" name="iec3" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 3]]></cond>
            <help />
            <choice><![CDATA[1 = 100 [kV]]]></choice>
            <choice><![CDATA[2 = 123 [kV]]]></choice>
            <choice><![CDATA[3 = 145 [kV]]]></choice>
            <choice><![CDATA[4 = 170 [kV]]]></choice>
            <choice><![CDATA[5 = 245 [kV]]]></choice>
            <choice><![CDATA[6 = 300 [kV]]]></choice>
            <choice><![CDATA[7 = 362 [kV]]]></choice>
            <choice><![CDATA[8 = 420 [kV]]]></choice>
            <choice><![CDATA[9 = 550 [kV]]]></choice>
            <choice><![CDATA[10 = 800 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC NENS Rated Voltage" name="iec4" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 4]]></cond>
            <help />
            <choice><![CDATA[1 = 100 [kV]]]></choice>
            <choice><![CDATA[2 = 123 [kV]]]></choice>
            <choice><![CDATA[3 = 145 [kV]]]></choice>
            <choice><![CDATA[4 = 170 [kV]]]></choice>
          </parameter>
          <parameter desc="Additonal Duty Levels" name="add_duty" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond />
            <help />
            <choice><![CDATA[1 = 0]]></choice>
            <choice><![CDATA[2 = 1]]></choice>
            <choice><![CDATA[3 = 2]]></choice>
          </parameter>
          <parameter desc="IEEE S1 Rated Voltage" name="ieee1" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 1]]></cond>
            <help />
            <choice><![CDATA[1 = 4.76 [kV]]]></choice>
            <choice><![CDATA[2 = 8.25 [kV]]]></choice>
            <choice><![CDATA[3 = 15 [kV]]]></choice>
            <choice><![CDATA[4 = 27 [kV]]]></choice>
            <choice><![CDATA[5 = 38 [kV]]]></choice>
            <choice><![CDATA[6 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE S2 Rated Voltage" name="ieee2" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 2]]></cond>
            <help />
            <choice><![CDATA[1 = 15.5 [kV]]]></choice>
            <choice><![CDATA[2 = 25.8 [kV]]]></choice>
            <choice><![CDATA[3 = 38 [kV]]]></choice>
            <choice><![CDATA[4 = 48.3 [kV]]]></choice>
            <choice><![CDATA[5 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE EENS Rated Voltage" name="ieee3" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 3]]></cond>
            <help />
            <choice><![CDATA[1 = 123 [kV]]]></choice>
            <choice><![CDATA[2 = 145 [kV]]]></choice>
            <choice><![CDATA[3 = 170 [kV]]]></choice>
            <choice><![CDATA[4 = 245 [kV]]]></choice>
            <choice><![CDATA[5 = 362 [kV]]]></choice>
            <choice><![CDATA[6 = 550 [kV]]]></choice>
            <choice><![CDATA[7 = 800 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE NENS Rated Voltage" name="ieee4" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 4]]></cond>
            <help />
            <choice><![CDATA[1 = 123 [kV]]]></choice>
            <choice><![CDATA[2 = 145 [kV]]]></choice>
            <choice><![CDATA[3 = 170 [kV]]]></choice>
            <choice><![CDATA[4 = 245 [kV]]]></choice>
            <choice><![CDATA[5 = 362 [kV]]]></choice>
            <choice><![CDATA[6 = 550 [kV]]]></choice>
            <choice><![CDATA[7 = 800 [kV]]]></choice>
          </parameter>
        </category>
        <category name="User Defined TRV Points" visible="true">
          <cond><![CDATA[user_standard .EQ. 1]]></cond>
          <parameter desc="T100 First Reference Voltage" name="pt5y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 First Time" name="pt5x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 TRV Peak Value" name="pt6y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 TRV Peak Time" name="pt6x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 First Reference Voltage" name="pt3y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 First Time" name="pt3x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 TRV Peak Value" name="pt4y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 TRV Peak Time" name="pt4x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T30 TRV Peak Value" name="pt2y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T30 TRV Peak Time" name="pt2x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T10 TRV Peak Value" name="pt1y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T10 TRV Peak Time" name="pt1x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
        </category>
        <category name="User Defined Additonal Duty Levels" visible="true">
          <cond><![CDATA[add_duty .NE. 1]]></cond>
          <parameter desc="Duty Level 1" name="u_dl1" group="Additional Duty Level 1" type="Text" helpmode="Append" allowemptystr="True">
            <value><![CDATA[T50]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
            <regex />
            <error_msg />
          </parameter>
          <parameter desc="User Duty 1  First Reference Voltage" name="u1_pt1y" group="Additional Duty Level 1" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 First Time" name="u1_pt1x" group="Additional Duty Level 1" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 Peak Value" name="u1_pt2y" group="Additional Duty Level 1" unit="kV" min="0" max="+1e+308" content_type="Variable" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 TRV Peak Time" name="u1_pt2x" group="Additional Duty Level 1" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="Duty Level 2" name="u_dl2" group="Additional Duty Level 2" type="Text" helpmode="Append" allowemptystr="True">
            <value><![CDATA[T70]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
            <regex />
            <error_msg />
          </parameter>
          <parameter desc="User Duty 2  First Reference Voltage" name="u2_pt1y" group="Additional Duty Level 2" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 First Time" name="u2_pt1x" group="Additional Duty Level 2" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 Peak Value" name="u2_pt2y" group="Additional Duty Level 2" unit="kV" min="0" max="+1e+308" content_type="Variable" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 TRV Peak Time" name="u2_pt2x" group="Additional Duty Level 2" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
        </category>
      </form>
      <svg viewBox="-200 -200 200 200" size="2">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
        </paramlist>
        <port model="Transfer" name="PHC_VIO" x="90" y="108" dim="4" mode="Output" type="Integer" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHC_ENVS" x="90" y="72" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
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        <port model="Transfer" name="PHB_ENVS" x="90" y="0" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
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        <port model="Transfer" name="PHA_ENVS" x="90" y="-72" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="TRV_out" x="54" y="-126" dim="3" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="TRV_in" x="-54" y="-126" dim="3" mode="Input" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="BRK_in" x="-90" y="-36" dim="3" mode="Input" type="Integer" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHA_ENVS_ADD1" x="90" y="180" dim="2" mode="Output" type="Real" internal="false"><![CDATA[add_duty == 2]]></port>
        <port model="Transfer" name="PHA_VIO_ADD1" x="90" y="216" dim="1" mode="Output" type="Integer" internal="false"><![CDATA[add_duty == 2]]></port>
        <port model="Transfer" name="PHB_ENVS_ADD1" x="90" y="252" dim="2" mode="Output" type="Real" internal="false"><![CDATA[add_duty == 2]]></port>
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        <port model="Transfer" name="PHA_ENVS_ADD2" x="90" y="180" dim="4" mode="Output" type="Real" internal="false"><![CDATA[add_duty == 3]]></port>
        <cond><![CDATA[true]]></cond>
        <rect x="-75" y="-111" width="150" height="245" stroke="Black" stroke-width="0.8" stroke-dasharray="none" fill-style="Hollow" fill-fg="Black" fill-bg="Black" />
        <line x1="-90" y1="-36" x2="-75" y2="-36" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
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        <line x1="-49" y1="-116" x2="-54" y2="-111" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="54" y1="-126" x2="54" y2="-111" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <text x="46" y="-98" stroke="black" font-size="small" text-anchor="Middle"><![CDATA[TRV_out]]></text>
        <line x1="54" y1="-126" x2="49" y2="-121" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="54" y1="-126" x2="59" y2="-121" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="-72" x2="75" y2="-72" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <text x="7" y="-69" stroke="black" font-size="small" text-anchor="Start"><![CDATA[PHA_ENVS]]></text>
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        <line x1="85" y1="5" x2="90" y2="0" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
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        <text x="43" y="110" stroke="black" font-size="small" text-anchor="Middle"><![CDATA[PHC_VIO]]></text>
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        <cond><![CDATA[add_duty != 1]]></cond>
        <rect x="-75" y="133" width="150" height="251" stroke="Black" stroke-dasharray="none" stroke-width="0.2" port="" fill-style="Hollow" fill-fg="Black" fill-bg="Transparent" />
        <text x="-1" y="149" stroke="Black" font-size="Small" text-anchor="Middle"><![CDATA[Additonal Duties]]></text>
        <line x1="85" y1="365" x2="90" y2="360" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="355" x2="90" y2="360" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="360" x2="75" y2="360" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="329" x2="90" y2="324" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="319" x2="90" y2="324" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="324" x2="75" y2="324" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="293" x2="90" y2="288" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="283" x2="90" y2="288" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="288" x2="75" y2="288" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="257" x2="90" y2="252" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="247" x2="90" y2="252" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="252" x2="75" y2="252" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="221" x2="90" y2="216" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="211" x2="90" y2="216" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="216" x2="75" y2="216" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="185" x2="90" y2="180" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="85" y1="175" x2="90" y2="180" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <line x1="90" y1="180" x2="75" y2="180" stroke="Black" stroke-width="0.2" stroke-dasharray="none" port="" />
        <cond><![CDATA[add_duty == 2]]></cond>
        <text x="25" y="362" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHC_VIO_ADD1]]></text>
        <text x="24" y="326" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHC_ENVS_ADD1]]></text>
        <text x="25" y="292" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHB_VIO_ADD1]]></text>
        <text x="24" y="254" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHB_ENVS_ADD1]]></text>
        <text x="26" y="219" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHA_VIO_ADD1]]></text>
        <text x="24" y="184" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHA_ENVS_ADD1]]></text>
        <cond><![CDATA[add_duty == 3]]></cond>
        <text x="25" y="362" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHC_VIO_ADD2]]></text>
        <text x="24" y="326" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHC_ENVS_ADD2]]></text>
        <text x="25" y="292" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHB_VIO_ADD2]]></text>
        <text x="24" y="254" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHB_ENVS_ADD2]]></text>
        <text x="26" y="219" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHA_VIO_ADD2]]></text>
        <text x="24" y="184" stroke="black" font-size="Small" text-anchor="Middle"><![CDATA[PHA_ENVS_ADD2]]></text>
      </svg>
      <script>
        <segment name="Fortran"><![CDATA[#STORAGE REAL:6 INTEGER:3 RTCF:12

#BEGIN
#LOCAL REAL trv_points 16
      IF ($user_standard .EQ. 1) then
       trv_points = [$pt1x*1e-6,$pt1y,$pt1x*1e-6,$pt1y,$pt2x*1e-6,$pt2y,$pt2x*1e-6,$pt2y,$pt3x*1e-6,$pt3y,$pt4x*1e-6,$pt4y,$pt5x*1e-6,$pt5y,$pt6x*1e-6,$pt6y]
      ELSEIF ($user_standard .EQ. 2)then
      	IF ($user_class .EQ. 1) then
        IF ($iec1 .EQ. 1) trv_points = [9e-6,7.5,9e-6,7.5,9e-6,7.1,9e-6,7.1,18e-6,6.6,18e-6,6.6,41e-6,6.2,41e-6,6.2]
        IF ($iec1 .EQ. 2) trv_points = [10e-6,9.9,10e-6,9.9,10e-6,9.3,10e-6,9.3,19e-6,8.7,19e-6,8.7,44e-6,8.2,44e-6,8.2]
        IF ($iec1 .EQ. 3) trv_points = [11e-6,15.0,11e-6,15.0,11e-6,14.1,11e-6,14.1,22e-6,13.2,22e-6,13.2,51e-6,12.3,51e-6,12.3]
        IF ($iec1 .EQ. 4) trv_points = [11e-6,17.2,11e-6,17.2,11e-6,16.2,11e-6,16.2,23e-6,15.2,23e-6,15.2,52e-6,14.1,52e-6,14.1]
        IF ($iec1 .EQ. 5) trv_points = [13e-6,25.0,13e-6,25.0,13e-6,23.5,13e-6,23.5,27e-6,22.0,27e-6,22.0,61e-6,20.6,61e-6,20.6]
        IF ($iec1 .EQ. 6) trv_points = [15e-6,31.2,15e-6,31.2,15e-6,29.4,15e-6,29.4,29e-6,27.6,29e-6,27.6,66e-6,25.7,66e-6,25.7]
        IF ($iec1 .EQ. 7) trv_points = [16e-6,36.4,16e-6,36.4,16e-6,34.3,16e-6,34.3,31e-6,32.1,31e-6,32.1,71e-6,30.0,71e-6,30.0]
        IF ($iec1 .EQ. 8) trv_points = [19e-6,50.0,19e-6,50.0,19e-6,47.0,19e-6,47.0,38e-6,44.1,38e-6,44.1,87e-6,41.0,87e-6,41.0]
        IF ($iec1 .EQ. 9) trv_points = [20e-6,53.7,20e-6,53.7,20e-6,50.6,20e-6,50.6,40e-6,47.4,40e-6,47.4,91e-6,44.2,91e-6,44.2]
        IF ($iec1 .EQ. 10) trv_points = [24e-6,75.0,24e-6,75.0,24e-6,70.5,24e-6,70.5,48e-6,66.1,48e-6,66.1,109e-6,61.7,109e-6,61.7]
        IF ($iec1 .EQ. 11) trv_points = [24e-6,79.1,24e-6,79.1,24e-6,74.5,24e-6,74.5,48e-6,69.8,48e-6,69.8,109e-6,65.2,109e-6,65.2]
        IF ($iec1 .EQ. 12) trv_points = [28e-6,101.0,28e-6,101.0,28e-6,94.6,28e-6,94.6,55e-6,88.7,55e-6,88.7,125e-6,82.8,125e-6,82.8]
        IF ($iec1 .EQ. 13) trv_points = [29e-6,108.0,29e-6,108.0,29e-6,102.0,29e-6,102.0,58e-6,95.5,58e-6,95.5,131e-6,89.2,131e-6,89.2]
        IF ($iec1 .EQ. 14) trv_points = [36e-6,151.0,36e-6,151.0,36e-6,142.0,36e-6,142.0,73e-6,133.0,73e-6,133.0,165e-6,124.0,165e-6,124.0]
      	ELSEIF ($user_class .EQ. 2) then
        IF ($iec2 .EQ. 1) trv_points = [12.5e-6,33.1,12.5e-6,33.1,12.5e-6,32.0,12.5e-6,32.0,21e-6,30.3,21e-6,30.3,31e-6,28.3,31e-6,28.3]
        IF ($iec2 .EQ. 2) trv_points = [14e-6,38.6,14e-6,38.6,14e-6,37.3,14e-6,37.3,23e-6,35.3,23e-6,35.3,34e-6,33.0,34e-6,33.0]
        IF ($iec2 .EQ. 3) trv_points = [17e-6,52.9,17e-6,52.9,17e-6,51.2,17e-6,51.2,29e-6,48.4,29e-6,48.4,43e-6,45.3,43e-6,45.3]
        IF ($iec2 .EQ. 4) trv_points = [18e-6,56.9,18e-6,56.9,18e-6,55.0,18e-6,55.0,30e-6,52.1,30e-6,52.1,45e-6,48.7,45e-6,48.7]
        IF ($iec2 .EQ. 5) trv_points = [23e-6,79.4,23e-6,79.4,23e-6,76.7,23e-6,76.7,38e-6,72.7,38e-6,72.7,57e-6,67.9,57e-6,67.9]
        IF ($iec2 .EQ. 6) trv_points = [24e-6,83.8,24e-6,83.8,24e-6,81.0,24e-6,81.0,40e-6,76.8,40e-6,76.8,59e-6,71.7,59e-6,71.7]
        IF ($iec2 .EQ. 7) trv_points = [28e-6,107.0,28e-6,107.0,28e-6,103.0,28e-6,103.0,47e-6,97.5,47e-6,97.5,70e-6,91.1,70e-6,91.1]
        IF ($iec2 .EQ. 8) trv_points = [30e-6,115.0,30e-6,115.0,30e-6,111.0,30e-6,111.0,50e-6,105.0,50e-6,105.0,74e-6,98.1,74e-6,98.1]
        IF ($iec2 .EQ. 9) trv_points = [37e-6,160.0,37e-6,160.0,37e-6,155.0,37e-6,155.0,62e-6,146.0,62e-6,146.0,93e-6,137.0,93e-6,137.0]
      	ELSEIF ($user_class .EQ. 3) then
        IF ($iec3 .EQ. 1) trv_points = [27e-6,187.0,27e-6,187.0,33e-6,163.0,33e-6,163.0,27e-6,80.0,162e-6,159.0,40e-6,80.0,160e-6,149.0]
        IF ($iec3 .EQ. 2) trv_points = [33e-6,230.0,33e-6,230.0,40e-6,201.0,40e-6,201.0,33e-6,98.0,198e-6,196.0,49e-6,98.0,196e-6,183.0]
        IF ($iec3 .EQ. 3) trv_points = [39e-6,272.0,39e-6,272.0,47e-6,237.0,47e-6,237.0,38e-6,115.0,228e-6,231.0,58e-6,115.0,232e-6,215.0]
        IF ($iec3 .EQ. 4) trv_points = [46e-6,319.0,46e-6,319.0,56e-6,278.0,56e-6,278.0,45e-6,135.0,270e-6,271.0,68e-6,135.0,272e-6,253.0]
        IF ($iec3 .EQ. 5) trv_points = [66e-6,459.0,66e-6,459.0,80e-6,400.0,80e-6,400.0,65e-6,195.0,390e-6,390.0,98e-6,195.0,392e-6,364.0]
        IF ($iec3 .EQ. 6) trv_points = [80e-6,562.0,80e-6,562.0,98e-6,490.0,98e-6,490.0,80e-6,239.0,480e-6,478.0,119e-6,239.0,476e-6,446.0]
        IF ($iec3 .EQ. 7) trv_points = [97e-6,678.0,97e-6,678.0,118e-6,592.0,118e-6,592.0,96e-6,288.0,576e-6,576.0,144e-6,288.0,576e-6,538.0]
        IF ($iec3 .EQ. 8) trv_points = [112e-6,787.0,112e-6,787.0,137e-6,687.0,137e-6,687.0,111e-6,334.0,666e-6,669.0,167e-6,334.0,668e-6,624.0]
        IF ($iec3 .EQ. 9) trv_points = [147e-6,1031.0,147e-6,1031.0,180e-6,899.0,180e-6,899.0,146e-6,438.0,876e-6,876.0,219e-6,438.0,876e-6,817.0]
        IF ($iec3 .EQ. 10) trv_points = [214e-6,1499.0,214e-6,1499.0,262e-6,1308.0,262e-6,1308.0,212e-6,637.0,1272e-6,1274.0,318e-6,637.0,1272e-6,1189.0]
      	ELSEIF ($user_class .EQ. 4) then
        IF ($iec4 .EQ. 1) trv_points = [27e-6,187.0,27e-6,187.0,38e-6,189.0,38e-6,189.0,31e-6,92.0,186e-6,184.0,46e-6,92.0,184e-6,171.0]
        IF ($iec4 .EQ. 2) trv_points = [33e-6,230.0,33e-6,230.0,46e-6,232.0,46e-6,232.0,38e-6,113.0,228e-6,226.0,56e-6,113.0,224e-6,211.0]
        IF ($iec4 .EQ. 3) trv_points = [39e-6,272.0,39e-6,272.0,55e-6,273.0,55e-6,273.0,44e-6,133.0,264e-6,266.0,67e-6,133.0,268e-6,249.0]
        IF ($iec4 .EQ. 4) trv_points = [46e-6,319.0,46e-6,319.0,64e-6,321.0,64e-6,321.0,52e-6,156.0,312e-6,312.0,78e-6,156.0,312e-6,291.0]
       ENDIF
      ELSEIF ($user_standard .EQ. 3)then
      	IF ($user_class .EQ. 1) then
        IF ($ieee1 .EQ. 1) trv_points = [10e-6,9.9,10e-6,9.9,10e-6,9.3,10e-6,9.3,19e-6,8.7,19e-6,8.7,44e-6,8.2,44e-6,8.2]
        IF ($ieee1 .EQ. 2) trv_points = [11e-6,17.2,11e-6,17.2,11e-6,16.2,11e-6,16.2,23e-6,15.1,23e-6,15.1,52e-6,14.1,52e-6,14.1]
        IF ($ieee1 .EQ. 3) trv_points = [15e-6,31.2,15e-6,31.2,15e-6,29.4,15e-6,29.4,29e-6,27.5,29e-6,27.5,66e-6,25.7,66e-6,25.7]
        IF ($ieee1 .EQ. 4) trv_points = [20e-6,56.2,20e-6,56.2,20e-6,52.9,20e-6,52.9,40e-6,49.5,40e-6,49.5,92e-6,46.3,92e-6,46.3]
        IF ($ieee1 .EQ. 5) trv_points = [24e-6,79.1,24e-6,79.1,24e-6,74.5,24e-6,74.5,48e-6,69.8,48e-6,69.8,109e-6,65.2,109e-6,65.2]
        IF ($ieee1 .EQ. 6) trv_points = [36e-6,151.0,36e-6,151.0,36e-6,142.0,36e-6,142.0,73e-6,133.0,73e-6,133.0,165e-6,124.0,165e-6,124.0]
      	ELSEIF ($user_class .EQ. 2) then
        IF ($ieee2 .EQ. 1) trv_points = [13e-6,34.2,13e-6,34.2,13e-6,33.0,13e-6,33.0,21e-6,31.3,21e-6,31.3,32e-6,29.2,32e-6,29.2]
        IF ($ieee2 .EQ. 2) trv_points = [18e-6,56.9,18e-6,56.9,18e-6,55.0,18e-6,55.0,30e-6,52.1,30e-6,52.1,45e-6,48.7,45e-6,48.7]
        IF ($ieee2 .EQ. 3) trv_points = [24e-6,83.8,24e-6,83.8,24e-6,81.0,24e-6,81.0,40e-6,76.7,40e-6,76.7,59e-6,71.7,59e-6,71.7]
        IF ($ieee2 .EQ. 4) trv_points = [28e-6,107.0,28e-6,107.0,28e-6,103.0,28e-6,103.0,47e-6,97.5,47e-6,97.5,70e-6,91.1,70e-6,91.1]
        IF ($ieee2 .EQ. 5) trv_points = [36e-6,160.0,36e-6,160.0,36e-6,155.0,36e-6,155.0,62.5e-6,146.0,62.5e-6,146.0,93e-6,137.0,93e-6,137.0]
      	ELSEIF ($user_class .EQ. 3) then
        IF ($ieee3 .EQ. 1) trv_points = [33e-6,230.0,33e-6,230.0,40e-6,201.0,40e-6,201.0,33e-6,98.0,99e-6,196.0,49e-6,98.0,196e-6,183.0]
        IF ($ieee3 .EQ. 2) trv_points = [39e-6,272.0,39e-6,272.0,47e-6,237.0,47e-6,237.0,38e-6,115.0,114e-6,231.0,58e-6,115.0,232e-6,215.0]
        IF ($ieee3 .EQ. 3) trv_points = [46e-6,320.0,46e-6,320.0,56e-6,278.0,56e-6,278.0,45e-6,135.0,135e-6,271.0,68e-6,135.0,272e-6,253.0]
        IF ($ieee3 .EQ. 4) trv_points = [66e-6,459.0,66e-6,459.0,80e-6,400.0,80e-6,400.0,65e-6,195.0,195e-6,390.0,98e-6,195.0,392e-6,364.0]
        IF ($ieee3 .EQ. 5) trv_points = [97e-6,676.0,97e-6,676.0,118e-6,592.0,118e-6,592.0,96e-6,288.0,288e-6,576.0,144e-6,288.0,576e-6,538.0]
        IF ($ieee3 .EQ. 6) trv_points = [147e-6,1030.0,147e-6,1030.0,180e-6,899.0,180e-6,899.0,146e-6,438.0,438e-6,876.0,219e-6,438.0,876e-6,817.0]
        IF ($ieee3 .EQ. 7) trv_points = [214e-6,1500.0,214e-6,1500.0,262e-6,1320.0,262e-6,1320.0,212e-6,636.0,636e-6,1270.0,318e-6,636.0,1272e-6,1190.0]
      	ELSEIF ($user_class .EQ. 4) then
        IF ($ieee4 .EQ. 1) trv_points = [35e-6,247.0,35e-6,247.0,48e-6,238.0,48e-6,238.0,38e-6,113.0,114e-6,226.0,56e-6,113.0,224e-6,211.0]
        IF ($ieee4 .EQ. 2) trv_points = [42e-6,291.0,42e-6,291.0,56e-6,281.0,56e-6,281.0,44e-6,133.0,132e-6,266.0,67e-6,133.0,268e-6,249.0]
        IF ($ieee4 .EQ. 3) trv_points = [49e-6,341.0,49e-6,341.0,66e-6,329.0,66e-6,329.0,52e-6,156.0,156e-6,312.0,78e-6,156.0,312e-6,291.0]
        IF ($ieee4 .EQ. 4) trv_points = [70e-6,492.0,70e-6,492.0,95e-6,474.0,95e-6,474.0,75e-6,225.0,225e-6,450.0,113e-6,225.0,452e-6,420.0]
        IF ($ieee4 .EQ. 5) trv_points = [104e-6,727.0,104e-6,727.0,140e-6,701.0,140e-6,701.0,111e-6,333.0,333e-6,665.0,166e-6,333.0,664e-6,621.0]
        IF ($ieee4 .EQ. 6) trv_points = [158e-6,1110.0,158e-6,1110.0,213e-6,1060.0,213e-6,1060.0,168e-6,504.0,504e-6,1010.0,253e-6,504.0,1012e-6,943.0]
        IF ($ieee4 .EQ. 7) trv_points = [230e-6,1610.0,230e-6,1610.0,310e-6,1550.0,310e-6,1550.0,245e-6,735.0,735e-6,1470.0,367e-6,735.0,1468e-6,1370.0]
       ENDIF
      ENDIF
      CALL TRV_config(trv_points)
#ENDBEGIN
      CALL TRV_execute($BRK_in,$TRV_in,$TRV_out,$PHA_ENVS,$PHA_VIO,&
      $PHB_ENVS,$PHB_VIO,$PHC_ENVS,$PHC_VIO)]]></segment>
        <segment name="Branch"><![CDATA[]]></segment>
        <segment name="Computations"><![CDATA[]]></segment>
      </script>
    </Definition>
    <Definition classid="StationDefn" name="Station" id="1926877499" group="" url="" version="" build="" crc="92039059" view="false" date="1469113082">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <schematic classid="StationCanvas">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
          <param name="monitor_bus_voltage" value="0" />
          <param name="show_signal" value="0" />
          <param name="show_virtual" value="0" />
          <param name="show_sequence" value="0" />
          <param name="auto_sequence" value="1" />
        </paramlist>
        <Wire classid="WireBranch" id="199454967" name="STUB" x="180" y="180" w="64" h="82" orient="0" defn="(null):STUB" recv="-1" send="-1" back="-1">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
          <vertex x="54" y="54" />
          <vertex x="54" y="72" />
          <User classid="UserCmp" name="TRV_Envelope2:Main" id="199454967" x="0" y="0" w="0" h="0" z="-1" orient="0" defn="TRV_Envelope2:Main" link="199454967" q="4">
            <paramlist link="-1" name="" />
            <paramlist link="1526767387" name="">
              <param name="xmin" value="0" />
              <param name="xmax" value="0.4" />
            </paramlist>
            <paramlist link="235984212" name="">
              <param name="ymin" value="-80" />
              <param name="ymax" value="80" />
            </paramlist>
          </User>
        </Wire>
      </schematic>
    </Definition>
    <Definition classid="UserCmpDefn" name="Main" id="430078501" group="" url="" version="" build="" crc="65192841" view="false" date="1469113082">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <form name="" w="320" h="400" splitter="60" />
      <svg viewBox="-200 -200 200 200" size="2">
        <rect x="-36" y="-36" width="72" height="72" stroke="Black" stroke-dasharray="none" stroke-width="0.2" fill-style="Hollow" fill-fg="" fill-bg="" />
        <text x="0" y="0" stroke="Black" fill="Black" font-size="Small"><![CDATA[%:Name]]></text>
      </svg>
      <schematic classid="UserCanvas">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
          <param name="monitor_bus_voltage" value="0" />
          <param name="show_signal" value="0" />
          <param name="show_virtual" value="0" />
          <param name="show_sequence" value="0" />
          <param name="auto_sequence" value="1" />
        </paramlist>
        <Wire classid="WireOrthogonal" id="496531847" name="" x="180" y="414" w="64" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="54" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="663774336" name="" x="144" y="396" w="100" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="90" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="199607604" name="" x="90" y="378" w="154" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="144" y="0" />
        </Wire>
        <User classid="UserCmp" name="master:datalabel" id="1287699134" x="144" y="396" w="50" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="BRKB_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="153510354" x="180" y="414" w="50" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="BRKC_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1160229679" x="90" y="378" w="52" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="BRKA_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datamerge" id="1620484387" x="252" y="450" w="23" h="77" z="50" orient="4" defn="master:datamerge" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="N" value="3" />
            <param name="Type" value="1" />
            <param name="Disp" value="0" />
            <param name="View" value="0" />
            <param name="Dim1" value="1" />
            <param name="Dim2" value="1" />
            <param name="Dim3" value="1" />
            <param name="Dim4" value="1" />
            <param name="Dim5" value="1" />
            <param name="Dim6" value="1" />
            <param name="Dim7" value="1" />
            <param name="Dim8" value="1" />
            <param name="Dim9" value="1" />
            <param name="Dim10" value="1" />
            <param name="Dim11" value="1" />
            <param name="Dim12" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1261221891" x="288" y="360" w="26" h="21" z="1" orient="6" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="1782257898" name="" x="522" y="324" w="10" h="28" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
        </Wire>
        <Wire classid="WireOrthogonal" id="1867313445" name="" x="486" y="288" w="10" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="36" />
        </Wire>
        <Wire classid="WireOrthogonal" id="1682883515" name="" x="450" y="252" w="10" h="64" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="54" />
        </Wire>
        <User classid="UserCmp" name="master:pgb" id="1555325753" x="522" y="324" w="51" h="38" z="130" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_C" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="923019108" x="486" y="288" w="51" h="38" z="140" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_B" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1394091028" x="450" y="252" w="52" h="38" z="150" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_A" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="321264704" name="" x="486" y="324" w="10" h="28" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
        </Wire>
        <Wire classid="WireOrthogonal" id="940311837" name="" x="450" y="306" w="10" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="36" />
        </Wire>
        <User classid="UserCmp" name="master:datalabel" id="413420425" x="522" y="342" w="40" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_C" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1138219069" x="486" y="324" w="40" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_B" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="483418352" name="" x="396" y="360" w="118" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="108" y="0" />
        </Wire>
        <User classid="UserCmp" name="master:datatap" id="1027324263" x="486" y="342" w="25" h="22" z="110" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Index" value="2" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datatap" id="1648522206" x="522" y="342" w="25" h="22" z="100" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Index" value="3" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datatap" id="1336512697" x="450" y="342" w="25" h="22" z="120" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Index" value="1" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="511707680" x="450" y="306" w="42" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV_A" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1679279322" x="432" y="558" w="48" h="38" z="70" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="Env_C" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1877163598" x="432" y="486" w="48" h="38" z="80" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="Env_B" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="73320720" x="432" y="414" w="49" h="38" z="90" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="Env_A" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <Frame classid="GraphFrame" id="1526767387" name="frame" x="666" y="198" w="576" h="288" link="-1">
          <paramlist link="-1" name="">
            <param name="Icon" value="-1,0" />
            <param name="state" value="1" />
            <param name="title" value="$(GROUP) : Graphs" />
            <param name="XLabel" value="sec" />
            <param name="Pan" value="false,75" />
            <param name="markers" value="false" />
            <param name="glyphs" value="false" />
            <param name="ticks" value="false" />
            <param name="grid" value="false" />
            <param name="yinter" value="false" />
            <param name="xinter" value="false" />
            <param name="snapaperture" value="false" />
            <param name="dynaperture" value="true" />
            <param name="minorgrids" value="false" />
            <param name="lockmarkers" value="false" />
            <param name="deltareadout" value="false" />
            <param name="xmarker" value="0" />
            <param name="omarker" value="0" />
          </paramlist>
          <paramlist link="1526767387" name="">
            <param name="xmin" value="0" />
            <param name="xmax" value="0.4" />
          </paramlist>
          <Graph classid="OverlayGraph" id="235984212" link="-1">
            <paramlist link="-1" name="">
              <param name="title" value="" />
              <param name="units" value="" />
              <param name="gridvalue" value="20.000000" />
              <param name="yintervalue" value="0.000000" />
              <param name="grid" value="true" />
              <param name="ticks" value="false" />
              <param name="glyphs" value="false" />
              <param name="yinter" value="true" />
              <param name="xinter" value="true" />
              <param name="marker" value="false" />
              <param name="trigger" value="false" />
              <param name="autocolor" value="false" />
              <param name="invertcolor" value="false" />
              <param name="crosshair" value="false" />
              <param name="manualscale" value="false" />
            </paramlist>
            <paramlist link="235984212" name="">
              <param name="ymin" value="-1" />
              <param name="ymax" value="1" />
            </paramlist>
            <Curve classid="Curve" id="1266431532" name="Env_A" link="73320720" color="0" bold="0" show="-1" mode="0" />
            <Curve classid="Curve" id="1641025365" name="TRV_A" link="1394091028" color="0" bold="0" show="-1" mode="0" />
          </Graph>
        </Frame>
        <User classid="UserCmp" defn="master:datalabel" id="1080143834" x="144" y="198" w="24" h="21" z="1" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="BRK" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" name="" id="1330367969" x="144" y="198" w="46" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="36" y="0" />
        </Wire>
        <User classid="UserCmp" defn="master:tbreakn" id="70395448" x="216" y="198" w="76" h="56" z="30" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="NUMS" value="1" />
            <param name="INIT" value="0" />
            <param name="TO1" value="0.35 [s]" />
            <param name="TO2" value="1.05 [s]" />
          </paramlist>
        </User>
        <User classid="UserCmp" defn="master:breaker3" id="829681337" x="450" y="90" w="76" h="38" z="40" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Ctrl" value="0" />
            <param name="OPCUR" value="0" />
            <param name="ENAB" value="0" />
            <param name="CLVL" value="0.0 [kA]" />
            <param name="View" value="1" />
            <param name="ViewB" value="1" />
            <param name="DisPQ" value="0" />
            <param name="NAME" value="BRK" />
            <param name="NAMEA" value="BRKA" />
            <param name="NAMEB" value="BRKB" />
            <param name="NAMEC" value="BRKC" />
            <param name="ROFF" value="1.0e6 [ohm]" />
            <param name="RON" value="0.005 [ohm]" />
            <param name="PRER" value="0.5 [ohm]" />
            <param name="TDA" value="0.0 [s]" />
            <param name="TDB" value="0.0 [s]" />
            <param name="TDC" value="0.0 [s]" />
            <param name="TDRA" value="0.05 [s]" />
            <param name="TDRB" value="0.05 [s]" />
            <param name="TDRC" value="0.05 [s]" />
            <param name="PostIns" value="0" />
            <param name="TDBOA" value="0.005 [s]" />
            <param name="IBRA" value="" />
            <param name="IBRB" value="" />
            <param name="IBRC" value="" />
            <param name="IBR0" value="" />
            <param name="SBRA" value="BRKA_St" />
            <param name="SBRB" value="BRKB_St" />
            <param name="SBRC" value="BRKC_St" />
            <param name="BP" value="" />
            <param name="BQ" value="" />
            <param name="Vbr" value="" />
            <param name="BOpen1" value="2" />
            <param name="BOpen2" value="2" />
            <param name="BOpen3" value="2" />
            <param name="P" value="0 [MW]" />
            <param name="Q" value="0 [MVAR]" />
          </paramlist>
        </User>
        <User classid="UserCmp" defn="master:source3" id="608199313" x="234" y="90" w="112" h="37" z="1" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="Source1" />
            <param name="Type" value="4" />
            <param name="Ctrl" value="0" />
            <param name="MVA" value="100.0 [MVA]" />
            <param name="Vm" value="230.0 [kV]" />
            <param name="F" value="60.0 [Hz]" />
            <param name="Tc" value="0.05 [s]" />
            <param name="ZSeq" value="1" />
            <param name="Imp" value="1" />
            <param name="Exph" value="0" />
            <param name="View" value="1" />
            <param name="Term" value="0" />
            <param name="R1s" value="10.0 [ohm]" />
            <param name="R1p" value="1.0 [ohm]" />
            <param name="L1p" value="0.1 [H]" />
            <param name="Z1" value="20.0 [ohm]" />
            <param name="Phi1" value="80.0 [deg]" />
            <param name="RN" value="2.0" />
            <param name="R0p" value="1.0 [ohm]" />
            <param name="L0p" value="0.1 [H]" />
            <param name="Z0" value="1.0 [ohm]" />
            <param name="Phi0" value="80.0 [deg]" />
            <param name="Es" value="230.0 [kV]" />
            <param name="F0" value="60.0 [Hz]" />
            <param name="Ph" value="0.0 [deg]" />
            <param name="Pinit" value="0.0 [pu]" />
            <param name="Qinit" value="0.0 [pu]" />
            <param name="VCtrl" value="0" />
            <param name="Vdes" value="1.0 [pu]" />
            <param name="Vbase" value="230.0 [kV]" />
            <param name="Tvm" value="0.02 [s]" />
            <param name="Tvc" value="0.05 [s]" />
            <param name="PCtrl" value="0" />
            <param name="Pdes" value="1.0 [pu]" />
            <param name="Tpm" value="0.02 [s]" />
            <param name="Tpc" value="0.05 [s]" />
            <param name="P" value="" />
            <param name="Q" value="" />
            <param name="V" value="" />
            <param name="Theta" value="" />
            <param name="Ia" value="" />
            <param name="Ib" value="" />
            <param name="Ic" value="" />
            <param name="PS" value="0" />
            <param name="R0s" value="1.0 [ohm]" />
            <param name="L0s" value="0.0001 [H]" />
          </paramlist>
        </User>
        <User classid="UserCmp" defn="master:ground" id="1342337727" x="162" y="90" w="28" h="22" z="0" orient="2" link="-1" q="4">
          <paramlist link="-1" name="" />
        </User>
        <User classid="UserCmp" defn="master:xfmr-3p2w" id="794632960" x="324" y="90" w="94" h="58" z="1" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="" />
            <param name="Tmva" value="100.0 [MVA]" />
            <param name="f" value="60.0 [Hz]" />
            <param name="YD1" value="0" />
            <param name="YD2" value="0" />
            <param name="Lead" value="1" />
            <param name="Xl" value="0.1 [pu]" />
            <param name="Ideal" value="0" />
            <param name="NLL" value="0.0 [pu]" />
            <param name="CuL" value="0.0 [pu]" />
            <param name="Tap" value="0" />
            <param name="View" value="1" />
            <param name="Dtls" value="0" />
            <param name="V1" value="230.0 [kV]" />
            <param name="V2" value="33 [kV]" />
            <param name="Enab" value="0" />
            <param name="Sat" value="1" />
            <param name="Xair" value="0.2 [pu]" />
            <param name="Tdc" value="0.0 [s]" />
            <param name="Xknee" value="1.17 [pu]" />
            <param name="Txk" value="0.0 [s]" />
            <param name="Im1" value="2.0 [%]" />
            <param name="ILA1" value="" />
            <param name="ILB1" value="" />
            <param name="ILC1" value="" />
            <param name="IAB1" value="" />
            <param name="IBC1" value="" />
            <param name="ICA1" value="" />
            <param name="ILA2" value="" />
            <param name="ILB2" value="" />
            <param name="ILC2" value="" />
            <param name="IAB2" value="" />
            <param name="IBC2" value="" />
            <param name="ICA2" value="" />
            <param name="IMA" value="" />
            <param name="IMB" value="" />
            <param name="IMC" value="" />
            <param name="FLXA" value="" />
            <param name="FLXB" value="" />
            <param name="FLXC" value="" />
            <param name="IMAB" value="" />
            <param name="IMBC" value="" />
            <param name="IMCA" value="" />
            <param name="FLXAB" value="" />
            <param name="FLXBC" value="" />
            <param name="FLXCA" value="" />
            <param name="Hys" value="0" />
            <param name="Fremn1" value="0.0" />
            <param name="Fremn2" value="0.0" />
            <param name="Fremn3" value="0.0" />
            <param name="LW2" value="10" />
            <param name="Bnom" value="1.7" />
            <param name="material" value="1" />
            <param name="C" value="0.1" />
            <param name="K" value="5.0e-5" />
            <param name="BETA" value="0.96" />
            <param name="alpha" value="1.325e-5" />
            <param name="Msat" value="1.72e6" />
            <param name="F1" value="2730" />
            <param name="F2" value="3209" />
            <param name="F3" value="20294" />
            <param name="Fb" value="2" />
            <param name="HA1" value="" />
            <param name="HB1" value="" />
            <param name="HC1" value="" />
            <param name="BA1" value="" />
            <param name="BB1" value="" />
            <param name="BC1" value="" />
            <param name="HAB1" value="" />
            <param name="HBC1" value="" />
            <param name="HCA1" value="" />
            <param name="BAB1" value="" />
            <param name="BBC1" value="" />
            <param name="BCA1" value="" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:ground" id="404259287" x="306" y="126" w="22" h="28" z="-1" orient="1" defn="master:ground" link="-1" q="4">
          <paramlist link="-1" name="" />
        </User>
        <User classid="UserCmp" name="master:ground" id="1230222193" x="324" y="126" w="22" h="28" z="-1" orient="1" defn="master:ground" link="-1" q="4">
          <paramlist link="-1" name="" />
        </User>
        <User classid="UserCmp" defn="master:tpflt" id="1021917251" x="504" y="90" w="68" h="73" z="160" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Ctype" value="0" />
            <param name="OpCur" value="0" />
            <param name="Grnd" value="1" />
            <param name="View" value="1" />
            <param name="CLVL" value="0.0 [kA]" />
            <param name="RON" value="0.01 [ohm]" />
            <param name="ROFF" value="1.0E6 [ohm]" />
            <param name="A" value="1" />
            <param name="B" value="1" />
            <param name="C" value="1" />
            <param name="G" value="1" />
            <param name="Ifla" value="" />
            <param name="Iflb" value="" />
            <param name="Iflc" value="" />
            <param name="AG1" value="0" />
          </paramlist>
        </User>
        <User classid="UserCmp" defn="master:tfaultn" id="723044667" x="594" y="126" w="76" h="56" z="20" orient="0" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="TF" value="0.3 [s]" />
            <param name="DF" value="0.05 [s]" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" name="" id="363792801" x="540" y="126" w="28" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="18" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="210092448" name="" x="486" y="90" w="118" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="108" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="1065105234" name="" x="360" y="90" w="64" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="54" y="0" />
        </Wire>
        <User classid="UserCmp" name="master:capacitor" id="1124288110" x="378" y="126" w="32" h="48" z="1" orient="3" defn="master:capacitor" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="C" value="2.0 [nF]" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:ground" id="607897447" x="378" y="126" w="22" h="28" z="-1" orient="1" defn="master:ground" link="-1" q="4">
          <paramlist link="-1" name="" />
        </User>
        <User classid="UserCmp" name="master:voltmeter" id="728568801" x="432" y="54" w="40" h="24" z="10" orient="3" defn="master:voltmeter" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="Name" value="TRV" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="88851640" name="" x="414" y="90" w="28" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="-36" />
          <vertex x="18" y="-36" />
        </Wire>
        <Wire classid="WireOrthogonal" id="984673161" name="" x="468" y="54" w="46" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="36" y="0" />
          <vertex x="36" y="36" />
        </Wire>
        <User classid="UserCmp" name="TRV_Envelope2:TRV" id="1786622763" x="342" y="486" w="184" h="264" z="60" orient="0" defn="TRV_Envelope2:TRV" link="-1" q="4">
          <paramlist link="-1" name="">
            <param name="user_standard" value="2" />
            <param name="user_class" value="1" />
            <param name="iec1" value="10" />
            <param name="iec2" value="1" />
            <param name="iec3" value="1" />
            <param name="iec4" value="1" />
            <param name="add_duty" value="1" />
            <param name="ieee1" value="1" />
            <param name="ieee2" value="1" />
            <param name="ieee3" value="1" />
            <param name="ieee4" value="1" />
            <param name="pt5y" value="0" />
            <param name="pt5x" value="0" />
            <param name="pt6y" value="0" />
            <param name="pt6x" value="0" />
            <param name="pt3y" value="0" />
            <param name="pt3x" value="0" />
            <param name="pt4y" value="0" />
            <param name="pt4x" value="0" />
            <param name="pt2y" value="0" />
            <param name="pt2x" value="0" />
            <param name="pt1y" value="0" />
            <param name="pt1x" value="0" />
            <param name="u_dl1" value="T50" />
            <param name="u1_pt1y" value="0" />
            <param name="u1_pt1x" value="0" />
            <param name="u1_pt2y" value="0" />
            <param name="u1_pt2x" value="0" />
            <param name="u_dl2" value="T70" />
            <param name="u2_pt1y" value="0" />
            <param name="u2_pt1x" value="0" />
            <param name="u2_pt2y" value="0" />
            <param name="u2_pt2x" value="0" />
          </paramlist>
        </User>
      </schematic>
      <references>
        <using namespace="master" />
      </references>
    </Definition>
  </definitions>
  <output name="TRV_Envelope2" device="EMTDC" version="2010" date="2016/07/21" time="09:58:02.000000">
    <paramlist />
    <domain name="Time" unit="s" mult="0.0" skew="0.0">
      <sample rate="1000000.0" end="400000" />
    </domain>
    <analog>
      <channel index="0" id="1679279322:0" name="Env_C" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="8" id="1877163598:0" name="Env_B" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="16" id="73320720:0" name="Env_A" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="24" id="1555325753:0" name="TRV_C" label="" dim="1" unit="" min="-2.0" max="2.0" />
      <channel index="25" id="923019108:0" name="TRV_B" label="" dim="1" unit="" min="-2.0" max="2.0" />
      <channel index="26" id="1394091028:0" name="TRV_A" label="" dim="1" unit="" min="-2.0" max="2.0" />
    </analog>
    <digital />
  </output>
  <Layers />
  <hierarchy>
    <call link="856036405" name="Station" z="-1" view="false" instance="0">
      <call link="199454967" name="Main" z="-1" view="true" instance="0" />
    </call>
  </hierarchy>
  <paramlist name="Libs">
  </paramlist>
</project>



TRV/TRV_Envelope.pscx
<project name="TRV_Envelope" version="4.6.3" schema="" Target="EMTDC">
  <paramlist name="Settings">
    <param name="creator" value="lalink,1454089453" />
    <param name="time_duration" value="0.4" />
    <param name="time_step" value="1" />
    <param name="sample_step" value="1" />
    <param name="chatter_threshold" value=".001" />
    <param name="branch_threshold" value=".0005" />
    <param name="StartType" value="0" />
    <param name="PlotType" value="0" />
    <param name="output_filename" value="$(Namespace).out" />
    <param name="SnapType" value="0" />
    <param name="SnapTime" value="0.3" />
    <param name="snapshot_filename" value="$(Namespace).snp" />
    <param name="MrunType" value="0" />
    <param name="Mruns" value="1" />
    <param name="Scenario" value="" />
    <param name="Advanced" value="10239" />
    <param name="Options" value="16" />
    <param name="Build" value="18" />
    <param name="Warn" value="0" />
    <param name="Check" value="0" />
    <param name="description" value="" />
    <param name="startup_filename" value="" />
    <param name="revisor" value="E4503071, 1583815241" />
    <param name="Source" value="" />
    <param name="Preprocessor" value="" />
  </paramlist>
  <paramlist name="Validation" />
  <definitions>
    <Definition classid="UserCmpDefn" name="TRV" group="" url="" version="" build="" crc="108507265" instances="0" key="" view="false" date="0" id="1626450803">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <form name="" w="320" h="400" splitter="60">
        <category name="Configuration" visible="true">
          <cond />
          <parameter desc="TRV Standard" name="user_standard" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond />
            <help />
            <choice><![CDATA[1 = User Defined]]></choice>
            <choice><![CDATA[2 = IEC]]></choice>
            <choice><![CDATA[3 = IEEE]]></choice>
          </parameter>
          <parameter desc="TRV Class" name="user_class" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .NE. 1]]></cond>
            <help />
            <choice><![CDATA[1 = S1 (1 kV to 100 kV)]]></choice>
            <choice><![CDATA[2 = S2 (15 kV to 100 kV)]]></choice>
            <choice><![CDATA[3 = EENS (100 kV to 800 kV)]]></choice>
            <choice><![CDATA[4 = NENS (100 kV to 170 kV)]]></choice>
          </parameter>
          <parameter desc="IEC S1 Rated Voltage" name="iec1" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 1]]></cond>
            <help />
            <choice><![CDATA[1 = 3.6 [kV]]]></choice>
            <choice><![CDATA[2 = 4.76 [kV]]]></choice>
            <choice><![CDATA[3 = 7.2 [kV]]]></choice>
            <choice><![CDATA[4 = 8.25 [kV]]]></choice>
            <choice><![CDATA[5 = 12 [kV]]]></choice>
            <choice><![CDATA[6 = 15 [kV]]]></choice>
            <choice><![CDATA[7 = 17.5 [kV]]]></choice>
            <choice><![CDATA[8 = 24 [kV]]]></choice>
            <choice><![CDATA[9 = 25.8 [kV]]]></choice>
            <choice><![CDATA[10 = 36 [kV]]]></choice>
            <choice><![CDATA[11 = 38 [kV]]]></choice>
            <choice><![CDATA[12 = 48.3 [kV]]]></choice>
            <choice><![CDATA[13 = 52 [kV]]]></choice>
            <choice><![CDATA[14 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC S2 Rated Voltage" name="iec2" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 2]]></cond>
            <help />
            <choice><![CDATA[1 = 15 [kV]]]></choice>
            <choice><![CDATA[2 = 17.5 [kV]]]></choice>
            <choice><![CDATA[3 = 24 [kV]]]></choice>
            <choice><![CDATA[4 = 25.8 [kV]]]></choice>
            <choice><![CDATA[5 = 36 [kV]]]></choice>
            <choice><![CDATA[6 = 38 [kV]]]></choice>
            <choice><![CDATA[7 = 48.3 [kV]]]></choice>
            <choice><![CDATA[8 = 52 [kV]]]></choice>
            <choice><![CDATA[9 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC EENS Rated Voltage" name="iec3" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 3]]></cond>
            <help />
            <choice><![CDATA[1 = 100 [kV]]]></choice>
            <choice><![CDATA[2 = 123 [kV]]]></choice>
            <choice><![CDATA[3 = 145 [kV]]]></choice>
            <choice><![CDATA[4 = 170 [kV]]]></choice>
            <choice><![CDATA[5 = 245 [kV]]]></choice>
            <choice><![CDATA[6 = 300 [kV]]]></choice>
            <choice><![CDATA[7 = 362 [kV]]]></choice>
            <choice><![CDATA[8 = 420 [kV]]]></choice>
            <choice><![CDATA[9 = 550 [kV]]]></choice>
            <choice><![CDATA[10 = 800 [kV]]]></choice>
          </parameter>
          <parameter desc="IEC NENS Rated Voltage" name="iec4" group="IEC" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 2 .AND. user_class .EQ. 4]]></cond>
            <help />
            <choice><![CDATA[1 = 100 [kV]]]></choice>
            <choice><![CDATA[2 = 123 [kV]]]></choice>
            <choice><![CDATA[3 = 145 [kV]]]></choice>
            <choice><![CDATA[4 = 170 [kV]]]></choice>
          </parameter>
          <parameter desc="Additonal Duty Levels" name="add_duty" group="1 - Input Selection" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond />
            <help />
            <choice><![CDATA[1 = 0]]></choice>
            <choice><![CDATA[2 = 1]]></choice>
            <choice><![CDATA[3 = 2]]></choice>
          </parameter>
          <parameter desc="IEEE S1 Rated Voltage" name="ieee1" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 1]]></cond>
            <help />
            <choice><![CDATA[1 = 4.76 [kV]]]></choice>
            <choice><![CDATA[2 = 8.25 [kV]]]></choice>
            <choice><![CDATA[3 = 15 [kV]]]></choice>
            <choice><![CDATA[4 = 27 [kV]]]></choice>
            <choice><![CDATA[5 = 38 [kV]]]></choice>
            <choice><![CDATA[6 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE S2 Rated Voltage" name="ieee2" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 2]]></cond>
            <help />
            <choice><![CDATA[1 = 15.5 [kV]]]></choice>
            <choice><![CDATA[2 = 25.8 [kV]]]></choice>
            <choice><![CDATA[3 = 38 [kV]]]></choice>
            <choice><![CDATA[4 = 48.3 [kV]]]></choice>
            <choice><![CDATA[5 = 72.5 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE EENS Rated Voltage" name="ieee3" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 3]]></cond>
            <help />
            <choice><![CDATA[1 = 123 [kV]]]></choice>
            <choice><![CDATA[2 = 145 [kV]]]></choice>
            <choice><![CDATA[3 = 170 [kV]]]></choice>
            <choice><![CDATA[4 = 245 [kV]]]></choice>
            <choice><![CDATA[5 = 362 [kV]]]></choice>
            <choice><![CDATA[6 = 550 [kV]]]></choice>
            <choice><![CDATA[7 = 800 [kV]]]></choice>
          </parameter>
          <parameter desc="IEEE NENS Rated Voltage" name="ieee4" group="IEEE" type="Choice" helpmode="Append">
            <value><![CDATA[1]]></value>
            <cond><![CDATA[user_standard .EQ. 3 .AND. user_class .EQ. 4]]></cond>
            <help />
            <choice><![CDATA[1 = 123 [kV]]]></choice>
            <choice><![CDATA[2 = 145 [kV]]]></choice>
            <choice><![CDATA[3 = 170 [kV]]]></choice>
            <choice><![CDATA[4 = 245 [kV]]]></choice>
            <choice><![CDATA[5 = 362 [kV]]]></choice>
            <choice><![CDATA[6 = 550 [kV]]]></choice>
            <choice><![CDATA[7 = 800 [kV]]]></choice>
          </parameter>
        </category>
        <category name="User Defined TRV Points" visible="true">
          <cond><![CDATA[user_standard .EQ. 1]]></cond>
          <parameter desc="T100 First Reference Voltage" name="pt5y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 First Time" name="pt5x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 TRV Peak Value" name="pt6y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T100 TRV Peak Time" name="pt6x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 First Reference Voltage" name="pt3y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 First Time" name="pt3x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 TRV Peak Value" name="pt4y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T60 TRV Peak Time" name="pt4x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T30 TRV Peak Value" name="pt2y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T30 TRV Peak Time" name="pt2x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T10 TRV Peak Value" name="pt1y" group="User Defined Points" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
          <parameter desc="T10 TRV Peak Time" name="pt1x" group="User Defined Points" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond />
            <help />
          </parameter>
        </category>
        <category name="User Defined Additonal Duty Levels" visible="true">
          <cond><![CDATA[add_duty .NE. 1]]></cond>
          <parameter desc="Duty Level 1" name="u_dl1" group="Additional Duty Level 1" type="Text" helpmode="Append" allowemptystr="True">
            <value><![CDATA[T50]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
            <regex />
            <error_msg />
          </parameter>
          <parameter desc="User Duty 1  First Reference Voltage" name="u1_pt1y" group="Additional Duty Level 1" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 First Time" name="u1_pt1x" group="Additional Duty Level 1" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 Peak Value" name="u1_pt2y" group="Additional Duty Level 1" unit="kV" min="0" max="+1e+308" content_type="Variable" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 1 TRV Peak Time" name="u1_pt2x" group="Additional Duty Level 1" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty != 1]]></cond>
            <help />
          </parameter>
          <parameter desc="Duty Level 2" name="u_dl2" group="Additional Duty Level 2" type="Text" helpmode="Append" allowemptystr="True">
            <value><![CDATA[T70]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
            <regex />
            <error_msg />
          </parameter>
          <parameter desc="User Duty 2  First Reference Voltage" name="u2_pt1y" group="Additional Duty Level 2" unit="kV" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 First Time" name="u2_pt1x" group="Additional Duty Level 2" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 Peak Value" name="u2_pt2y" group="Additional Duty Level 2" unit="kV" min="0" max="+1e+308" content_type="Variable" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
          <parameter desc="User Duty 2 TRV Peak Time" name="u2_pt2x" group="Additional Duty Level 2" unit="us" min="0" max="+1e+308" content_type="Literal" type="Real" helpmode="Append" intent="Input" dim="1">
            <value><![CDATA[0]]></value>
            <cond><![CDATA[add_duty == 3]]></cond>
            <help />
          </parameter>
        </category>
      </form>
      <svg viewBox="-200 -200 200 200" size="2">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
        </paramlist>
        <port model="Transfer" name="PHC_VIO" x="90" y="108" dim="4" mode="Output" type="Integer" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHC_ENVS" x="90" y="72" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHB_VIO" x="90" y="36" dim="4" mode="Output" type="Integer" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHB_ENVS" x="90" y="0" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHA_VIO" x="90" y="-36" dim="4" mode="Output" type="Integer" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="PHA_ENVS" x="90" y="-72" dim="8" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
        <port model="Transfer" name="TRV_out" x="54" y="-126" dim="3" mode="Output" type="Real" internal="false"><![CDATA[true]]></port>
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        <segment name="Fortran"><![CDATA[#STORAGE REAL:6 INTEGER:3 RTCF:12

#BEGIN
#LOCAL REAL trv_points 16
      IF ($user_standard .EQ. 1) then
       trv_points = [$pt1x*1e-6,$pt1y,$pt1x*1e-6,$pt1y,$pt2x*1e-6,$pt2y,$pt2x*1e-6,$pt2y,$pt3x*1e-6,$pt3y,$pt4x*1e-6,$pt4y,$pt5x*1e-6,$pt5y,$pt6x*1e-6,$pt6y]
      ELSEIF ($user_standard .EQ. 2)then
      	IF ($user_class .EQ. 1) then
        IF ($iec1 .EQ. 1) trv_points = [9e-6,7.5,9e-6,7.5,9e-6,7.1,9e-6,7.1,18e-6,6.6,18e-6,6.6,41e-6,6.2,41e-6,6.2]
        IF ($iec1 .EQ. 2) trv_points = [10e-6,9.9,10e-6,9.9,10e-6,9.3,10e-6,9.3,19e-6,8.7,19e-6,8.7,44e-6,8.2,44e-6,8.2]
        IF ($iec1 .EQ. 3) trv_points = [11e-6,15.0,11e-6,15.0,11e-6,14.1,11e-6,14.1,22e-6,13.2,22e-6,13.2,51e-6,12.3,51e-6,12.3]
        IF ($iec1 .EQ. 4) trv_points = [11e-6,17.2,11e-6,17.2,11e-6,16.2,11e-6,16.2,23e-6,15.2,23e-6,15.2,52e-6,14.1,52e-6,14.1]
        IF ($iec1 .EQ. 5) trv_points = [13e-6,25.0,13e-6,25.0,13e-6,23.5,13e-6,23.5,27e-6,22.0,27e-6,22.0,61e-6,20.6,61e-6,20.6]
        IF ($iec1 .EQ. 6) trv_points = [15e-6,31.2,15e-6,31.2,15e-6,29.4,15e-6,29.4,29e-6,27.6,29e-6,27.6,66e-6,25.7,66e-6,25.7]
        IF ($iec1 .EQ. 7) trv_points = [16e-6,36.4,16e-6,36.4,16e-6,34.3,16e-6,34.3,31e-6,32.1,31e-6,32.1,71e-6,30.0,71e-6,30.0]
        IF ($iec1 .EQ. 8) trv_points = [19e-6,50.0,19e-6,50.0,19e-6,47.0,19e-6,47.0,38e-6,44.1,38e-6,44.1,87e-6,41.0,87e-6,41.0]
        IF ($iec1 .EQ. 9) trv_points = [20e-6,53.7,20e-6,53.7,20e-6,50.6,20e-6,50.6,40e-6,47.4,40e-6,47.4,91e-6,44.2,91e-6,44.2]
        IF ($iec1 .EQ. 10) trv_points = [24e-6,75.0,24e-6,75.0,24e-6,70.5,24e-6,70.5,48e-6,66.1,48e-6,66.1,109e-6,61.7,109e-6,61.7]
        IF ($iec1 .EQ. 11) trv_points = [24e-6,79.1,24e-6,79.1,24e-6,74.5,24e-6,74.5,48e-6,69.8,48e-6,69.8,109e-6,65.2,109e-6,65.2]
        IF ($iec1 .EQ. 12) trv_points = [28e-6,101.0,28e-6,101.0,28e-6,94.6,28e-6,94.6,55e-6,88.7,55e-6,88.7,125e-6,82.8,125e-6,82.8]
        IF ($iec1 .EQ. 13) trv_points = [29e-6,108.0,29e-6,108.0,29e-6,102.0,29e-6,102.0,58e-6,95.5,58e-6,95.5,131e-6,89.2,131e-6,89.2]
        IF ($iec1 .EQ. 14) trv_points = [36e-6,151.0,36e-6,151.0,36e-6,142.0,36e-6,142.0,73e-6,133.0,73e-6,133.0,165e-6,124.0,165e-6,124.0]
      	ELSEIF ($user_class .EQ. 2) then
        IF ($iec2 .EQ. 1) trv_points = [12.5e-6,33.1,12.5e-6,33.1,12.5e-6,32.0,12.5e-6,32.0,21e-6,30.3,21e-6,30.3,31e-6,28.3,31e-6,28.3]
        IF ($iec2 .EQ. 2) trv_points = [14e-6,38.6,14e-6,38.6,14e-6,37.3,14e-6,37.3,23e-6,35.3,23e-6,35.3,34e-6,33.0,34e-6,33.0]
        IF ($iec2 .EQ. 3) trv_points = [17e-6,52.9,17e-6,52.9,17e-6,51.2,17e-6,51.2,29e-6,48.4,29e-6,48.4,43e-6,45.3,43e-6,45.3]
        IF ($iec2 .EQ. 4) trv_points = [18e-6,56.9,18e-6,56.9,18e-6,55.0,18e-6,55.0,30e-6,52.1,30e-6,52.1,45e-6,48.7,45e-6,48.7]
        IF ($iec2 .EQ. 5) trv_points = [23e-6,79.4,23e-6,79.4,23e-6,76.7,23e-6,76.7,38e-6,72.7,38e-6,72.7,57e-6,67.9,57e-6,67.9]
        IF ($iec2 .EQ. 6) trv_points = [24e-6,83.8,24e-6,83.8,24e-6,81.0,24e-6,81.0,40e-6,76.8,40e-6,76.8,59e-6,71.7,59e-6,71.7]
        IF ($iec2 .EQ. 7) trv_points = [28e-6,107.0,28e-6,107.0,28e-6,103.0,28e-6,103.0,47e-6,97.5,47e-6,97.5,70e-6,91.1,70e-6,91.1]
        IF ($iec2 .EQ. 8) trv_points = [30e-6,115.0,30e-6,115.0,30e-6,111.0,30e-6,111.0,50e-6,105.0,50e-6,105.0,74e-6,98.1,74e-6,98.1]
        IF ($iec2 .EQ. 9) trv_points = [37e-6,160.0,37e-6,160.0,37e-6,155.0,37e-6,155.0,62e-6,146.0,62e-6,146.0,93e-6,137.0,93e-6,137.0]
      	ELSEIF ($user_class .EQ. 3) then
        IF ($iec3 .EQ. 1) trv_points = [27e-6,187.0,27e-6,187.0,33e-6,163.0,33e-6,163.0,27e-6,80.0,162e-6,159.0,40e-6,80.0,160e-6,149.0]
        IF ($iec3 .EQ. 2) trv_points = [33e-6,230.0,33e-6,230.0,40e-6,201.0,40e-6,201.0,33e-6,98.0,198e-6,196.0,49e-6,98.0,196e-6,183.0]
        IF ($iec3 .EQ. 3) trv_points = [39e-6,272.0,39e-6,272.0,47e-6,237.0,47e-6,237.0,38e-6,115.0,228e-6,231.0,58e-6,115.0,232e-6,215.0]
        IF ($iec3 .EQ. 4) trv_points = [46e-6,319.0,46e-6,319.0,56e-6,278.0,56e-6,278.0,45e-6,135.0,270e-6,271.0,68e-6,135.0,272e-6,253.0]
        IF ($iec3 .EQ. 5) trv_points = [66e-6,459.0,66e-6,459.0,80e-6,400.0,80e-6,400.0,65e-6,195.0,390e-6,390.0,98e-6,195.0,392e-6,364.0]
        IF ($iec3 .EQ. 6) trv_points = [80e-6,562.0,80e-6,562.0,98e-6,490.0,98e-6,490.0,80e-6,239.0,480e-6,478.0,119e-6,239.0,476e-6,446.0]
        IF ($iec3 .EQ. 7) trv_points = [97e-6,678.0,97e-6,678.0,118e-6,592.0,118e-6,592.0,96e-6,288.0,576e-6,576.0,144e-6,288.0,576e-6,538.0]
        IF ($iec3 .EQ. 8) trv_points = [112e-6,787.0,112e-6,787.0,137e-6,687.0,137e-6,687.0,111e-6,334.0,666e-6,669.0,167e-6,334.0,668e-6,624.0]
        IF ($iec3 .EQ. 9) trv_points = [147e-6,1031.0,147e-6,1031.0,180e-6,899.0,180e-6,899.0,146e-6,438.0,876e-6,876.0,219e-6,438.0,876e-6,817.0]
        IF ($iec3 .EQ. 10) trv_points = [214e-6,1499.0,214e-6,1499.0,262e-6,1308.0,262e-6,1308.0,212e-6,637.0,1272e-6,1274.0,318e-6,637.0,1272e-6,1189.0]
      	ELSEIF ($user_class .EQ. 4) then
        IF ($iec4 .EQ. 1) trv_points = [27e-6,187.0,27e-6,187.0,38e-6,189.0,38e-6,189.0,31e-6,92.0,186e-6,184.0,46e-6,92.0,184e-6,171.0]
        IF ($iec4 .EQ. 2) trv_points = [33e-6,230.0,33e-6,230.0,46e-6,232.0,46e-6,232.0,38e-6,113.0,228e-6,226.0,56e-6,113.0,224e-6,211.0]
        IF ($iec4 .EQ. 3) trv_points = [39e-6,272.0,39e-6,272.0,55e-6,273.0,55e-6,273.0,44e-6,133.0,264e-6,266.0,67e-6,133.0,268e-6,249.0]
        IF ($iec4 .EQ. 4) trv_points = [46e-6,319.0,46e-6,319.0,64e-6,321.0,64e-6,321.0,52e-6,156.0,312e-6,312.0,78e-6,156.0,312e-6,291.0]
       ENDIF
      ELSEIF ($user_standard .EQ. 3)then
      	IF ($user_class .EQ. 1) then
        IF ($ieee1 .EQ. 1) trv_points = [10e-6,9.9,10e-6,9.9,10e-6,9.3,10e-6,9.3,19e-6,8.7,19e-6,8.7,44e-6,8.2,44e-6,8.2]
        IF ($ieee1 .EQ. 2) trv_points = [11e-6,17.2,11e-6,17.2,11e-6,16.2,11e-6,16.2,23e-6,15.1,23e-6,15.1,52e-6,14.1,52e-6,14.1]
        IF ($ieee1 .EQ. 3) trv_points = [15e-6,31.2,15e-6,31.2,15e-6,29.4,15e-6,29.4,29e-6,27.5,29e-6,27.5,66e-6,25.7,66e-6,25.7]
        IF ($ieee1 .EQ. 4) trv_points = [20e-6,56.2,20e-6,56.2,20e-6,52.9,20e-6,52.9,40e-6,49.5,40e-6,49.5,92e-6,46.3,92e-6,46.3]
        IF ($ieee1 .EQ. 5) trv_points = [24e-6,79.1,24e-6,79.1,24e-6,74.5,24e-6,74.5,48e-6,69.8,48e-6,69.8,109e-6,65.2,109e-6,65.2]
        IF ($ieee1 .EQ. 6) trv_points = [36e-6,151.0,36e-6,151.0,36e-6,142.0,36e-6,142.0,73e-6,133.0,73e-6,133.0,165e-6,124.0,165e-6,124.0]
      	ELSEIF ($user_class .EQ. 2) then
        IF ($ieee2 .EQ. 1) trv_points = [13e-6,34.2,13e-6,34.2,13e-6,33.0,13e-6,33.0,21e-6,31.3,21e-6,31.3,32e-6,29.2,32e-6,29.2]
        IF ($ieee2 .EQ. 2) trv_points = [18e-6,56.9,18e-6,56.9,18e-6,55.0,18e-6,55.0,30e-6,52.1,30e-6,52.1,45e-6,48.7,45e-6,48.7]
        IF ($ieee2 .EQ. 3) trv_points = [24e-6,83.8,24e-6,83.8,24e-6,81.0,24e-6,81.0,40e-6,76.7,40e-6,76.7,59e-6,71.7,59e-6,71.7]
        IF ($ieee2 .EQ. 4) trv_points = [28e-6,107.0,28e-6,107.0,28e-6,103.0,28e-6,103.0,47e-6,97.5,47e-6,97.5,70e-6,91.1,70e-6,91.1]
        IF ($ieee2 .EQ. 5) trv_points = [36e-6,160.0,36e-6,160.0,36e-6,155.0,36e-6,155.0,62.5e-6,146.0,62.5e-6,146.0,93e-6,137.0,93e-6,137.0]
      	ELSEIF ($user_class .EQ. 3) then
        IF ($ieee3 .EQ. 1) trv_points = [33e-6,230.0,33e-6,230.0,40e-6,201.0,40e-6,201.0,33e-6,98.0,99e-6,196.0,49e-6,98.0,196e-6,183.0]
        IF ($ieee3 .EQ. 2) trv_points = [39e-6,272.0,39e-6,272.0,47e-6,237.0,47e-6,237.0,38e-6,115.0,114e-6,231.0,58e-6,115.0,232e-6,215.0]
        IF ($ieee3 .EQ. 3) trv_points = [46e-6,320.0,46e-6,320.0,56e-6,278.0,56e-6,278.0,45e-6,135.0,135e-6,271.0,68e-6,135.0,272e-6,253.0]
        IF ($ieee3 .EQ. 4) trv_points = [66e-6,459.0,66e-6,459.0,80e-6,400.0,80e-6,400.0,65e-6,195.0,195e-6,390.0,98e-6,195.0,392e-6,364.0]
        IF ($ieee3 .EQ. 5) trv_points = [97e-6,676.0,97e-6,676.0,118e-6,592.0,118e-6,592.0,96e-6,288.0,288e-6,576.0,144e-6,288.0,576e-6,538.0]
        IF ($ieee3 .EQ. 6) trv_points = [147e-6,1030.0,147e-6,1030.0,180e-6,899.0,180e-6,899.0,146e-6,438.0,438e-6,876.0,219e-6,438.0,876e-6,817.0]
        IF ($ieee3 .EQ. 7) trv_points = [214e-6,1500.0,214e-6,1500.0,262e-6,1320.0,262e-6,1320.0,212e-6,636.0,636e-6,1270.0,318e-6,636.0,1272e-6,1190.0]
      	ELSEIF ($user_class .EQ. 4) then
        IF ($ieee4 .EQ. 1) trv_points = [35e-6,247.0,35e-6,247.0,48e-6,238.0,48e-6,238.0,38e-6,113.0,114e-6,226.0,56e-6,113.0,224e-6,211.0]
        IF ($ieee4 .EQ. 2) trv_points = [42e-6,291.0,42e-6,291.0,56e-6,281.0,56e-6,281.0,44e-6,133.0,132e-6,266.0,67e-6,133.0,268e-6,249.0]
        IF ($ieee4 .EQ. 3) trv_points = [49e-6,341.0,49e-6,341.0,66e-6,329.0,66e-6,329.0,52e-6,156.0,156e-6,312.0,78e-6,156.0,312e-6,291.0]
        IF ($ieee4 .EQ. 4) trv_points = [70e-6,492.0,70e-6,492.0,95e-6,474.0,95e-6,474.0,75e-6,225.0,225e-6,450.0,113e-6,225.0,452e-6,420.0]
        IF ($ieee4 .EQ. 5) trv_points = [104e-6,727.0,104e-6,727.0,140e-6,701.0,140e-6,701.0,111e-6,333.0,333e-6,665.0,166e-6,333.0,664e-6,621.0]
        IF ($ieee4 .EQ. 6) trv_points = [158e-6,1110.0,158e-6,1110.0,213e-6,1060.0,213e-6,1060.0,168e-6,504.0,504e-6,1010.0,253e-6,504.0,1012e-6,943.0]
        IF ($ieee4 .EQ. 7) trv_points = [230e-6,1610.0,230e-6,1610.0,310e-6,1550.0,310e-6,1550.0,245e-6,735.0,735e-6,1470.0,367e-6,735.0,1468e-6,1370.0]
       ENDIF
      ENDIF
      CALL TRV_config(trv_points)
#ENDBEGIN
      CALL TRV_execute($BRK_in,$TRV_in,$TRV_out,$PHA_ENVS,$PHA_VIO,&
      $PHB_ENVS,$PHB_VIO,$PHC_ENVS,$PHC_VIO)]]></segment>
        <segment name="Branch"><![CDATA[]]></segment>
        <segment name="Computations"><![CDATA[]]></segment>
      </script>
    </Definition>
    <Definition classid="StationDefn" name="Station" id="1926877499" group="" url="" version="" build="" crc="73115247" view="false" date="1469113082">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <schematic classid="StationCanvas">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
          <param name="monitor_bus_voltage" value="0" />
          <param name="show_signal" value="0" />
          <param name="show_virtual" value="0" />
          <param name="show_sequence" value="0" />
          <param name="auto_sequence" value="1" />
        </paramlist>
        <Wire classid="WireBranch" id="199454967" name="STUB" x="180" y="180" w="68" h="82" orient="0" defn="(null):STUB" recv="-1" send="-1" back="-1">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
          <vertex x="54" y="54" />
          <vertex x="54" y="72" />
          <User classid="UserCmp" name="TRV_Envelope:Main" id="199454967" x="0" y="0" w="0" h="0" z="-1" orient="0" defn="TRV_Envelope:Main" link="199454967" q="4">
            <paramlist link="-1" name="" crc="4361682" />
            <paramlist link="1526767387" name="">
              <param name="xmin" value="0" />
              <param name="xmax" value="0.4" />
            </paramlist>
            <paramlist link="235984212" name="">
              <param name="ymin" value="-80" />
              <param name="ymax" value="80" />
            </paramlist>
          </User>
        </Wire>
      </schematic>
    </Definition>
    <Definition classid="UserCmpDefn" name="Main" id="430078501" group="" url="" version="" build="" crc="73368019" view="false" date="0">
      <paramlist name="">
        <param name="Description" value="" />
      </paramlist>
      <form name="" w="320" h="400" splitter="60" />
      <svg viewBox="-200 -200 200 200" size="2">
        <rect x="-36" y="-36" width="72" height="72" stroke="Black" stroke-dasharray="none" stroke-width="0.2" fill-style="Hollow" fill-fg="" fill-bg="" />
        <text x="0" y="0" stroke="Black" fill="Black" font-size="Small"><![CDATA[%:Name]]></text>
      </svg>
      <schematic classid="UserCanvas">
        <paramlist>
          <param name="show_grid" value="0" />
          <param name="size" value="0" />
          <param name="orient" value="1" />
          <param name="show_border" value="0" />
          <param name="monitor_bus_voltage" value="0" />
          <param name="show_signal" value="0" />
          <param name="show_virtual" value="0" />
          <param name="show_sequence" value="0" />
          <param name="auto_sequence" value="1" />
        </paramlist>
        <Wire classid="WireOrthogonal" id="496531847" name="" x="180" y="414" w="64" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="54" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="663774336" name="" x="144" y="396" w="100" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="90" y="0" />
        </Wire>
        <Wire classid="WireOrthogonal" id="199607604" name="" x="90" y="378" w="154" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="144" y="0" />
        </Wire>
        <User classid="UserCmp" name="master:datalabel" id="1287699134" x="144" y="396" w="52" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="BRKB_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="153510354" x="180" y="414" w="52" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="BRKC_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1160229679" x="90" y="378" w="52" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="BRKA_St" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datamerge" id="1620484387" x="252" y="450" w="23" h="76" z="50" orient="4" defn="master:datamerge" link="-1" q="4">
          <paramlist link="-1" name="" crc="103684034">
            <param name="N" value="3" />
            <param name="Type" value="1" />
            <param name="Disp" value="0" />
            <param name="View" value="0" />
            <param name="Dim1" value="1" />
            <param name="Dim2" value="1" />
            <param name="Dim3" value="1" />
            <param name="Dim4" value="1" />
            <param name="Dim5" value="1" />
            <param name="Dim6" value="1" />
            <param name="Dim7" value="1" />
            <param name="Dim8" value="1" />
            <param name="Dim9" value="1" />
            <param name="Dim10" value="1" />
            <param name="Dim11" value="1" />
            <param name="Dim12" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1261221891" x="288" y="360" w="24" h="21" z="1" orient="6" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="TRV" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="1782257898" name="" x="522" y="324" w="10" h="28" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
        </Wire>
        <Wire classid="WireOrthogonal" id="1867313445" name="" x="486" y="288" w="10" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="36" />
        </Wire>
        <Wire classid="WireOrthogonal" id="1682883515" name="" x="450" y="252" w="10" h="64" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="54" />
        </Wire>
        <User classid="UserCmp" name="master:pgb" id="1555325753" x="522" y="324" w="49" h="38" z="130" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="TRV_C" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="923019108" x="486" y="288" w="49" h="38" z="140" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="TRV_B" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1394091028" x="450" y="252" w="49" h="38" z="150" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="TRV_A" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="321264704" name="" x="486" y="324" w="10" h="28" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="18" />
        </Wire>
        <Wire classid="WireOrthogonal" id="940311837" name="" x="450" y="306" w="10" h="46" orient="0">
          <vertex x="0" y="0" />
          <vertex x="0" y="36" />
        </Wire>
        <User classid="UserCmp" name="master:datalabel" id="413420425" x="522" y="342" w="38" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="TRV_C" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="1138219069" x="486" y="324" w="38" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="TRV_B" />
          </paramlist>
        </User>
        <Wire classid="WireOrthogonal" id="483418352" name="" x="396" y="360" w="118" h="10" orient="0">
          <vertex x="0" y="0" />
          <vertex x="108" y="0" />
        </Wire>
        <User classid="UserCmp" name="master:datatap" id="1027324263" x="486" y="342" w="25" h="22" z="110" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="" crc="9058255">
            <param name="Index" value="2" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datatap" id="1648522206" x="522" y="342" w="25" h="22" z="100" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="" crc="9058255">
            <param name="Index" value="3" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datatap" id="1336512697" x="450" y="342" w="25" h="22" z="120" orient="6" defn="master:datatap" link="-1" q="4">
          <paramlist link="-1" name="" crc="9058255">
            <param name="Index" value="1" />
            <param name="Dim" value="1" />
            <param name="Type" value="2" />
            <param name="Style" value="0" />
            <param name="Disp" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:datalabel" id="511707680" x="450" y="306" w="38" h="21" z="1" orient="0" defn="master:datalabel" link="-1" q="4">
          <paramlist link="-1" name="" crc="98359112">
            <param name="Name" value="TRV_A" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1679279322" x="432" y="558" w="49" h="38" z="70" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="Env_C" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="1877163598" x="432" y="486" w="49" h="38" z="80" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="Env_B" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <User classid="UserCmp" name="master:pgb" id="73320720" x="432" y="414" w="49" h="38" z="90" orient="0" defn="master:pgb" link="-1" q="4">
          <paramlist link="-1" name="" crc="25850285">
            <param name="Name" value="Env_A" />
            <param name="Group" value="" />
            <param name="Display" value="1" />
            <param name="Scale" value="1.0" />
            <param name="Units" value="" />
            <param name="mrun" value="0" />
            <param name="Pol" value="0" />
            <param name="Max" value="2.0" />
            <param name="Min" value="-2.0" />
            <param name="UseSignalName" value="0" />
            <param name="enab" value="1" />
          </paramlist>
        </User>
        <Frame classid="GraphFrame" id="1526767387" name="frame" x="666" y="198" w="576" h="288" link="-1">
          <paramlist link="-1" name="">
            <param name="Icon" value="-1,0" />
            <param name="state" value="1" />
            <param name="title" value="$(GROUP) : Graphs" />
            <param name="XLabel" value="sec" />
            <param name="Pan" value="false,75" />
            <param name="markers" value="false" />
            <param name="glyphs" value="false" />
            <param name="ticks" value="false" />
            <param name="grid" value="false" />
            <param name="yinter" value="false" />
            <param name="xinter" value="false" />
            <param name="snapaperture" value="false" />
            <param name="dynaperture" value="true" />
            <param name="minorgrids" value="false" />
            <param name="lockmarkers" value="false" />
            <param name="deltareadout" value="false" />
            <param name="xmarker" value="0" />
            <param name="omarker" value="0" />
          </paramlist>
          <paramlist link="1526767387" name="">
            <param name="xmin" value="0" />
            <param name="xmax" value="0.4" />
          </paramlist>
          <Graph classid="OverlayGraph" id="235984212" link="-1">
            <paramlist link="-1" name="">
              <param name="title" value="" />
              <param name="units" value="" />
              <param name="gridvalue" value="20.000000" />
              <param name="yintervalue" value="0.000000" />
              <param name="grid" value="true" />
              <param name="ticks" value="false" />
              <param name="glyphs" value="false" />
              <param name="yinter" value="true" />
              <param name="xinter" value="true" />
              <param name="marker" value="false" />
              <param name="trigger" value="false" />
              <param name="autocolor" value="false" />
              <param name="invertcolor" value="false" />
              <param name="crosshair" value="false" />
              <param name="manualscale" value="false" />
            </paramlist>
            <paramlist link="235984212" name="">
              <param name="ymin" value="-1" />
              <param name="ymax" value="1" />
            </paramlist>
            <Curve classid="Curve" id="1266431532" name="Env_A" link="73320720" color="0" bold="0" show="-1" mode="0" />
            <Curve classid="Curve" id="1641025365" name="TRV_A" link="1394091028" color="0" bold="0" show="-1" mode="0" />
          </Graph>
        </Frame>
        <User classid="UserCmp" name="TRV_Envelope:TRV" id="1786622763" x="342" y="486" w="184" h="264" z="60" orient="0" defn="TRV_Envelope:TRV" link="-1" q="4">
          <paramlist link="-1" name="" crc="55254282">
            <param name="user_standard" value="2" />
            <param name="user_class" value="1" />
            <param name="iec1" value="10" />
            <param name="iec2" value="1" />
            <param name="iec3" value="1" />
            <param name="iec4" value="1" />
            <param name="add_duty" value="1" />
            <param name="ieee1" value="1" />
            <param name="ieee2" value="1" />
            <param name="ieee3" value="1" />
            <param name="ieee4" value="1" />
            <param name="pt5y" value="0" />
            <param name="pt5x" value="0" />
            <param name="pt6y" value="0" />
            <param name="pt6x" value="0" />
            <param name="pt3y" value="0" />
            <param name="pt3x" value="0" />
            <param name="pt4y" value="0" />
            <param name="pt4x" value="0" />
            <param name="pt2y" value="0" />
            <param name="pt2x" value="0" />
            <param name="pt1y" value="0" />
            <param name="pt1x" value="0" />
            <param name="u_dl1" value="T50" />
            <param name="u1_pt1y" value="0" />
            <param name="u1_pt1x" value="0" />
            <param name="u1_pt2y" value="0" />
            <param name="u1_pt2x" value="0" />
            <param name="u_dl2" value="T70" />
            <param name="u2_pt1y" value="0" />
            <param name="u2_pt1x" value="0" />
            <param name="u2_pt2y" value="0" />
            <param name="u2_pt2x" value="0" />
          </paramlist>
        </User>
      </schematic>
      <references>
        <using namespace="master" />
      </references>
    </Definition>
  </definitions>
  <output name="TRV_Envelope2" device="EMTDC" version="2010" date="2016/07/21" time="09:58:02.000000">
    <paramlist />
    <domain name="Time" unit="s" mult="0.0" skew="0.0">
      <sample rate="1000000.0" end="400000" />
    </domain>
    <analog>
      <channel index="0" id="1679279322:0" name="Env_C" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="8" id="1877163598:0" name="Env_B" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="16" id="73320720:0" name="Env_A" label="" dim="8" unit="" min="-2.0" max="2.0" />
      <channel index="24" id="1555325753:0" name="TRV_C" label="" dim="1" unit="" min="-2.0" max="2.0" />
      <channel index="25" id="923019108:0" name="TRV_B" label="" dim="1" unit="" min="-2.0" max="2.0" />
      <channel index="26" id="1394091028:0" name="TRV_A" label="" dim="1" unit="" min="-2.0" max="2.0" />
    </analog>
    <digital />
  </output>
  <Layers />
  <paramlist name="Libs">
  </paramlist>
  <List classid="Settings">
    <Settings classid="GraphFrameSettings" id="1041158393" link="1526767387">
      <path>
        <ref link="199454967" />
      </path>
      <paramlist>
        <param name="xmin" value="0" />
        <param name="xmax" value="0.4" />
      </paramlist>
    </Settings>
    <Settings classid="OverlayGraphSettings" id="621981558" link="235984212">
      <path>
        <ref link="199454967" />
      </path>
      <paramlist>
        <param name="ymin" value="-80" />
        <param name="ymax" value="80" />
      </paramlist>
    </Settings>
  </List>
  <hierarchy>
    <call link="2004860875" name="TRV_Envelope:Station" z="-1" view="false" instance="0">
      <call link="199454967" name="TRV_Envelope:Main" z="-1" view="true" instance="0" />
    </call>
  </hierarchy>
</project>



TRV/TRV_Envelope.psmx
<Meta name="TRV_Envelope2">
  <messagelist />
  <Catalog count="0" />
  <ViewContext>
    <Window defn="TRV_Envelope:Main" call="0" />
  </ViewContext>
</Meta>


